ITEM @D ITEM_ @ ITEM @ ITEM ITEM ® ITEM ITEM @
PART NUMBER| BODY CONTACT INSULATOR | HEX NU RETENTION SPRING END C GASKET
142-DE94- K01 TEFLON BRASS BERYLLIUM COPPER BRASS NONE

BRASS

GOLD PL .00001 MIN OVER
NICKEL PL .DDOAQS MIN DVER
COPPER PL .00005 MIN

BRASS

GOLD PL .000C5 MIN QVER
NICKEL PL .00005 MIN OVER
COPPER PL .00005 MIN

GOLD PL .00DD1 MIN QVER
NICKEL PL .00005 MIN OVER|
COPPER PL .00005 MIN

UNPLATED

GOLD PL .DOJ01 MIN DVER
NICKEL PL .00005 MIN QVER
COFPPER PL .000D5 MIN

142-DB694-K13| BRASS BRASS TEFLON BRASS BERYLLIUM COPPER BRASS SILICONE RUBBER
COLD PL .00001 MIN OVER | GOLD PL .000C5 MIN QVER GOLD PL .00DD1 MIN OVER [ UNPLATED GOLD PL .0DOO01 MIN DVER
NICKEL PL .DDO03 MIN OVER[ NICKEL PL .00005 MIN OVER| NICKEL PL .00005 MIN OVER NICKEL PL .00005 MIN QVER
COPPER PL .00005 MIN COPPER FL .00005 MIN COPPER PL .00005 MIN COFPER PL .00005 MIN

142-D694-K16 | BRASS TEFLON BRASS BERYLLIUM COPPER NONE

NICKEL PL .DDO1 MIN OVER
COPPER PL .00005 MIN

BRASS
GOLD PL .000C5 MIN QVER
NICKEL PL 10005 MIN OVER

COPPER PL .00005 MIN

NICKEL PL .0001 MIN OVER
COPPER PFL .00005 MIN

UNPLATED

BRASS
NICKEL PL .0001 MIN OVER
COPPER PL .000DR5 MIN

.664+.025

.518+.025

NOTES:
1. SPEQFICATICNS:

IMPERANCE: 50 OHMS

FREGUENCY RANGE* (-18 GHZ

VSWR: 1.15+.018F MAX  1Q-12.4 GHZ) (F IN &HZ)
1.15+.04F MAX (12.4-18 GHZ) (F IN CHZ)

WORKING VQLTAGE: 500 VRMS MAX AT SEA LEVEL

PELECTRIC WITHSTANPNG VOLTAGE: 1500 VRMS MIN AT SEA LEVEL

INSULATION RESISTANCE: SOPC MEGOHM MIN
CONTACT RESISTANCE:
CENTER CONTACT - INITIAL 4.0 MILLIOHM MAX, AFTER
ENVIRONMENTAL 6.0 MILLIOHM MAX
OUTER CONRUCTOR - INITIAL 2.0 MILLICHM MAX
AFTER ENVIRONMENTAL NOT APPLICABLE

BUOY TG CABLE - 0.9 MILLIOHM MAX {GOLO PLATED?, 5.0 MILLIOHM MAX {NICKEL PLATED)

CORONA LEVEL: 375 VOLTS MN_ AT 70,000 FEET
INSERTION LGSS: 05\/’F IF IN_GHZ) AT 1Q GHZ
RF LEAKAGE: -9Q DB MIN AT 2.5 GHZ

RF HIGH POTENTIAL WITHSTANDING VOLTAGE: 100D VRMS MIN AT 4 AND 7 MHZ

MECHANICAL:

ENGAGE/DISENGAGE TORQUE: 2 INCH-POLINDS MAX
MATING TORQUE: 7-10 INCH POUNDS

CQUPLING PROQF TORQUE: 15 INCH-POUNDS MIN
CQUPLING NUT RETENTION: 60 LBS MIN

CONTACT RETENTION: & LBS MIN

CABLE ACCEPTABILITY: RG 402/V

CABLE HEX CRIMP SIZE: NOT APPLICABLE

CABLE RETENTION: 60 LBS MIN AXIAL FORCE

DURABILITY: 500 CYCLES MIN
ENVIRGNMENTAL*

{MEETS OR EXCEEDS THE APPLICAHLE FARAGRAPH OF MIL-C-38012)

THERMAL SHOCK: MIL-STD-202, METHDD 107, CONDITION 8, EXCEPT
OPERATING TEMPERATURE: -65 DEG C TO 165 DEG C

CORROSION: MIL-STD-202, METHOD 101. CONDITION B

SHOCK: MIL-STD-202, METHOD 213, CONDITION |

VIBRATION: MIL-STD-202, METHGD 2D4. CONDITION D

MOISTURE RESISTANCE: MIL-STD-202, METHOD 106

170£.015 1
.105+.010

l

~115 DEG € HIGH TEMP

CABLE STRIP DIMENSIONS
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