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NOTES:
1.  MATERIAL -
        HOUSING - HALOGEN FREE GLASS FILLED, LCP
        UL 94V-0, COLOR: BLACK 
        SHELLS: 0.15 THICK NICKEL-SILVER ALLOY, UNPLATED
        TERMINALS - HIGH PERFORMANCE COPPER ALLOY
2.  PLATING - 
        CONTACT AREA - 0.76 µm MIN GOLD OVER 2.54 µm NICKEL
        SOLDER AREA - 2.54 -5.09 µm TIN OVER 2.54 µm MIN NICKEL
3.  DATE CODE:  4 DIGIT (3 DIGIT DAY, 1 DIGIT YEAR)
4.  CONFORMS TO PRODUCT SPECIFICATION: PS-172604-0001
5.  CONNECTOR ASSEMBLY IS RoHS AND LOW HALOGEN COMPLIANT
6.  DIMENSIONS AND TOLERANCES CONFORM TO AMSE Y14.5 2009
7.  LED IS OPTIONAL. RECOMMENDED LED PACKAGE: 1608/0603 0.4mm HIGH MAX. 
8.  PACKAGING: TAPE AND REEL. PER PK-172604-9001.
9.  CONNECTOR TO BE USED IN CONJUNCTION WITH EMI CAGES SHOWN ON 
     DRAWING SD-172604-2100
10. IFP CABLE PLUG TO HAVE 1.0mm THICK PCB.
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