
Pb
RoHS COMPLIANT

.100 2.54 .025 0.64

A
B

_ _C_ _D_ _N - M30
_ _C_ _D_ _N - M508

SURFACE MOUNT

.160±.010 4.05±0.25

.100 2.54
ROW SPACING

TAIL DIMENSION

.100 2.54

HEAD DIMENSION

.200 5.08

DIM 'C'
MIN

.100 2.54

.050 1.27
MAX

.050 MIN1.27

RECOMMENDED PCB LAYOUT
NOTES:

INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL:  SEE PART NUMBER CODING2.
PLATING:  SEE PART NUMBER CODING3.
UL FLAMMABILITY RATING: 94V-04.
DIELECTRIC WITHSTANDING VOLTAGE: 1800 VAC5.
CURRENT RATING: 3 AMPS6.
CONTACT RESISTANCE: 30 MILLIOHMS MAX.7.
INSULATION RESISTANCE: 5000 MEGOHMS MIN.8.
MODIFICATION: SEE PART NUMBER CODING9.

REVISIONS
REV. ECO. 

NO DESCRIPTION DATE BY
D 1694 ADDING TOLERANCE 5/16/2008 IA

E 2078

UPDATE TEMPERATURE TO 150 C ON NOTE 4, 
COMBINE / TABULATE TERMINATION TYPE 

AB, FB (DWG 10583 OBSOLETED), ADD 
TERMINATION TYPE ZS, ZT, TABULATE PCB 

LAYOUT DIM 'C' FOR AB, FB, ZS, ZT

11/12/2009 JH

F 2442 UPDATE PROCESSING TIME,  VOLTAGE RATING, REMOVE 
MOISTURE NOTE 2/9/2012 JH

G 2743 ADD PLATING OPTIONS, UPDATE BODY SHAPE, ADD HIGH TEMP 
MATERIALS 1/28/2014 JHSU
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  1  

DECIMALS   
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]

DATE NAMEDRAWN

C
DWG.  NO.
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